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·   Professional Quality


·   Self venting / Self Sealing


·  Fast Flow Rate (up to 3 gpm)


·  Thumb button flow control


·  Semi-translucent Can


·  Stainless Steel Filter Screen


·  Lifetime Warranty







No-Spill® Flexible Spout Extension 

www.nospill.com

sales@nospill.com

No-Spill® 5 Gallon Cans 

(see back for list of states that

require CARB compliance)   



7/8" Funnel Spout


Fills even the smallest 
equipment



Wide, Stable Base


on our Easy-Fill™ can 
reduces upsets



Integrated 20 

Mesh Stainless Steel 
screen

filters 



Rugged High 

Molecular Weight 
HDPE can body



Quart & Liter 

markings molded in for 
easy reference



Designed to empty 
completely without 
tilting or shaking



Thumb button 

control for precise 
pouring



Specially


treated body for low 
permeation


(CARB)



Attached Dust 

Cover keeps your

spout clean

"After all these years, still the most user friendly, most precise pouring can on the market..."

No-Spill® 1¼ and 2½ Gallon Cans 

1405 - 2½ Gallon CARB Gasoline Can


1415 - 1¼ Gallon CARB Gasoline Can

1015 - 1¼ Gallon Gasoline Can


1005 - 2½ Gallon Gasoline Can


1018 - 1¼ Gallon Multipurpose Can


1008 - 2½ Gallon Multipurpose Can

1450 - 5 Gallon CARB Gasoline Can


1456 - 5 Gallon CARB Kerosene Can


1457 - 5 Gallon CARB Diesel Can

1050 - 5 Gallon Gasoline Can


1056 - 5 Gallon Kerosene Can


1057 - 5 Gallon Diesel Can


1058 - 5 Gallon Multipurpose Can

Our popular No-Spill® autostop nozzle on our all new specially proportioned 5 gallon can with 
rear handle for balanced pouring makes this the most usable 5 gallon can ever.  Use with 6" 
Flexible Spout Extension to fill automobiles.

The most user friendly can available.  Professional quality.  Spout easily fills even the smallest equipment 
without the need to press down on the tank opening to pour. Use with 6" Flexible Spout Extension to fill 
automobiles.

(Multipurpose cans are not intended for fuels

and are not subject to CARB regulations)

0206 -   6" Flexible Spout Extension  (fills autos, boats and other vehicles)

No-Spill Research, Inc.    ·     Kansas City, Mo 64119    ·     www.nospill.com    ·     sales@nospill.com    ·     Ph:  816-454-3389    ·     Fax:  816-454-4158

Fits all No-Spill® cans.  Easily extend your No-Spill® spout with a flexible extension to fill those 

hard to reach applications, including autos, boats and tanks with vertical openings.  Special 

tubing stays flexible, will not harden or crack in fuels or cold.  Includes molded spout with 

attached dust cover.


Stack together

for longer lengths 
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What's a "CARB" can?

CARB stands for California Air Resources Board.  They established environmental requirements for portable fuel containers in California.  Some other 
states have also adopted these requirements.  The U.S. EPA plans to adopt similar national requirements in January 2009.   No-Spill meets these 
requirements with the following features:

    1.  An autostop, self venting nozzle that stops the flow of fuel when the target tank reaches full.

    2.  A single opening for filling & pouring.  No separate vents or openings.

    3.  A treated can body for very low permeation.

    4.  Automatic closure.  Nozzle automatically springs to the closed position when not pouring.



What's the difference between No-Spill's CARB cans and regular (non-CARB) cans?

No-Spill's regular (non-CARB) cans are very similar to our CARB compliant cans. After changes in CARB regulations effective July 2007, the only 
difference between a No-Spill® CARB compliant can and our regular (nonCARB) can is the special treatment of the can body for low permeation. By 
January 2009 the US EPA will require that all fuel cans comply with new EPA regulations (similar to CARB) so our regular (nonCARB) cans will be 
discontinued and No-Spill® will only produce our CARB/EPA compliant version.    

CARB/OTC Portable Fuel Container & Spout Regulation

Updated Apr 2008

State Transition Date Full Compliance Date

California Jan-01-00 Jan-01-01, updated Jul-01-07

Delaware Jan-01-02 Jan-01-03

Maryland Jan-01-02 Jan-01-03

New York Jan-01-02 Jan-01-03

Pennsylvania Jan-01-02 Jan-01-03

Maine Jan-01-03 Jan-01-04

Virginia

(Only counties affected: Arlington, Fairfax, 

Loudoun, Prince William and Stafford)

Jan-01-05

Connecticut May-01-04 May-01-05

District of Columbia Jan-01-05 Jan-01-06

New Jersey Jan-01-05 Jan-01-06

New Hampshire Mar-01-06 Mar-01-07

Ohio All containers shipped into Ohio and placed on 

shelves after Jul-01-07 must be CARB compliant   

Massachusetts Massachusetts Department of Environmental Protection is awaiting implementation of the U.S. EPA nation-wide 

Portable Fuel Container Rules scheduled for January 2009.

Rhode Island Rhode Island Department of Environmental Management is awaiting implementation of the U.S. EPA nation-

wide Portable Fuel Container Rules scheduled for January 2009.

Illinois The IEPA is awaiting implementation of the U.S. EPA nation-wide Portable Fuel Container Rules scheduled for 

January 2009.

US EPA Administrator signed proposed rule similar to CARB's revised rules.  Implementation date is January 2009.

Vermont
The VT DEC (Dept of Environmental Conservation) is awaiting implementation of the U.S. EPA nation-wide 

Portable Fuel Container Rules scheduled for January 2009.

Jul-01-07

Texas Jan-01-06Jan-01-06

Jan-01-05







No-Spill® Nozzle Assembly
6131 - Nozzle assembly

(for all No-Spill® cans, both CARB and nonCARB)

No-Spill® Spout Assembly
6210 -   Spout Assembly used on both CARB and nonCARB nozzles.

(20 mesh Stainless Steel filter screen installed)

No-Spill® Gasket - Nozzle &  Cap
6234 -   Gasket used for No-Spill® Nozzle Assemblies and Rear Fill caps.

(Black Viton®)

Rear Fill Cap Assembly
6005 - Rear fill cap used on older

No-Spill® "Classic" version cans.

(Includes Gasket)

"Classic" Spout
5010 - Spout used on older

No-Spill® "Classic" version cans.

Parts for NO-SPILL   Cans

Member of
Member of

Portable Fuel Can Manufacturers Association

No-Spill® gasoline cans are tested and certified to ASTM F-852–99 Standard Specification for Portable 
Gasoline Containers for Consumer Use and our Diesel & Kerosene cans are tested and certified to ASTM 

F-976–02 Standard Specification for Portable Kerosine and Diesel Containers for Consumer Use


